ZSTOCKHAM

Gate Valve Figure B-132 Materials of Construction

No. | Description Material ASTM Spec.

1 Body Bronze B-61 92200

2 | Body Seat Ring Stainless Steel A-276 Type 410
3 | Disc Bronze B-61 092200

4 | Stem Bronze B-371 C69400
5 | Gasket S)ﬂ/n.theti.c/GIass Fiber with

Nitrile Binder

6 |Bonnet Bronze B-61 C92200

7 | Stud Steel Cadmium A-109 C1144

8 | Stud Nut Mild Steel A-563 GR A

9 | Packing Graphite (Asbestos Free)

10 |[Gland Brass B-16 H02

28 6 11 | Packing Nut Brass B-16 HO2
Z 2 > 12 | Union Bonnet Ring | Bronze B-61 692200
% R 13 | Handwheel (- 2 ¥7) Cast lron
s fi 3 (3") Ductile Iron
RS 14 | ID Plate Steel Zinc Plated
I ( | ¥ 2 15 | Lock Nut Steel Cadmium
N o 7 NOTE:
The addition of the letter "K" at the end of the figure number designates valves
N i L assembled & tested in the USA. Materials of Construction & Dimensions are
/G) the same.
A
7 7 Industry Standards

GComplies with MSS SP-80 Type 2
See Page 6 for Pressure-Temperature Ratings

Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)

Valve Dimensions
Size | B c | W
" 4.67 2.24 2.03 0.88
(119) (57) (52) | (0.40)
% 4.67 2.24 2.13 0.90
119) | 67) | 54) | (041)
% 5.37 2.76 2.44 1.43

(136) | (70) | (62) | (0.65)
657 | 276 | 2.61 | 207
(167) | (70) | (66) | (0.94)
760 | 276 | 306 | 3.23
(193) | (70) | (78) | (1.47)
9.09 | 402 | 335 | 486
[ asd VA sy o2 | 85) | @2n)
1028 | 4.02 | 369 | 6.18

%

1%
267) | (102) | ©4) | 281)
9 12.17 4.02 3.96 10.36
(309) | (102) | (101) | @71
91 14.37 4.76 4.60 18.61
(365) | (121) | (117) | (8.46)
.3 16.68 5.51 5.63 31.33
(424) (140) (143) | (14.24)
36 * 2 %" and 3" have Bolted Bonnet
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